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GENERIC SYSTEM DIAGRAM – RUSH CS SERIES

The maximum 

permitted length of 

Cable + Fixtures: 50m 
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Martin DMX/RDM Splitter™ (to have more than 32 fixtures on 1 univers)

P/N 90758150

D

DTo next Martin DMX/RDM Splitter

D

To next line of fixtures (5 outputs per Martin DMX/RDM Splitter)

D

P

Power + Data Extension Cable with 6-pin custom connectors
P/N 91611846 (1m version)

P/N 91611847 (5m version)

P/N 91611848 (10m version)

Indoor

RUSH CS

   Wide, 124°  Graze, 18°x65°

RUSH® CS300 (1 ft., RGB) P/N 90480175 P/N 90480175

RUSH® CS600 (2 ft., RGB) P/N 90480185 P/N 90480175

RUSH® CS900 (3 ft., RGB) P/N 90480195 P/N 90480175

RUSH® CS1200 (4 ft., RGB) P/N 90480205 P/N 90480175

The maximum 

permitted length of 

fixture per RUSH CS 

Series PSU: 10m

3 ch 6 ch 170/128 pcs

Standard Mode Extended Mode Fixtures/Univers

RUSH CS Series generic layout

RUSH CS 10m (32.8 ft.) 50m (164 ft.)

Max. permitted length of 

total chain (cables + fixtures)

DMX Channels

RUSH® CS Series PSU

P/N 90480210

D

To next RUSH® CS Series PSU

AC mains power at 100 - 240 V nominal, 50/60 Hz

Typical half-cycle RMS inrush current:  14,7A

H

H

Max. permitted length of 

fixtures in chain

Indoor

H

RUSH CS Series power/data connectors
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Number Description

Data ground

Data -

Data +

Not used

Not used

+36V power

Not used

0V power

RUSH CS Series 5-pin XLR pinout
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Number Description

Data ground

Data -

Data +

Not connected

Not Connected

Power + Data Extension Cable with 6-pin custom connectors

(Not required if RUSH CS are mounted end-to-end)

Power + Data Extension Cable with 6-pin custom connectors

(Not required if RUSH CS are mounted end-to-end)

RUSH CS

RUSH CS


